ARCUS 98 DA 

HI-POWER SEMI-AUTOMATIC 
DOUBLE-ACTION PISTOL 




ONE SPARE MAGAZINE H&IOIS'N " 
AND A CLEANING ROD - C 



CONSTRUCTION: Forged steel, milled to precise measurements 
using computerized CNC equipment. 

Barrel and muzzle subjected to post-production tensile strength 
testing to 4,500 lbs. 



FINISH: blue, two-tone and brushed chrome. 
GRIPS: rubberized ergonomic, black plastic 



ARCUS 98 DA 



^ ®" 9 '"®®ring and superb ergonomic balance 

TnH package. Designed to meet the exacting standards of the military 

^tPPi agencies, its construction features only the finest grade forged 

thrAf^ruq qft specifications. Superior in quality to many popular 9 mm pistL. 

the ARCUS-98 DA has been specifically designed to meet a wide variety of shootinq 
requirements with little or no modification. Features include dovetail white dot sights 
manual safety lever, automatic internal firing pin safety and a half-cock safety The 
dependable construction and design of the ARCUS-98 DA make it the perfect choice for 
home protection, self-defense, and recreational shooting. 



Technical 

Caliber: 

Ammunition: 

Capacity: 

Overall length: 

Barrel length: 

Overall height: 

Overall width: 

Weight (empty): 

Muzzle velocity: 

Trigger pull range: 



Specifications 

9 mm 

9x19 Parabellum (Luger) 

10-round magazine 
203 mm (7.99 inches) 

118 mm (4.64 inches) 

139 mm (5.47 inches) 

35 mm (1 .38 inches) 

990 g (34.9 oz) 

not less than 360 m/sec (1 181 ft/sec.) 
SA; less than 30 N (6.75 lbs.) 

DA: less than 75 N (16.87 lbs.) 



ARCUS 94 

HI-POWER SEMI-AUTOMATIC 

PISTOL 

SiNfrCC ACTION 




ONE SPARE MAGAZINE " FwU Sl»C, 

AND A CLEANING ROD H6’(Ol7«N - C 



CONSTRUCTIONS: Forged steel, milled to precise measurements 
using computerized CNC equipment. 

Barrel and muzzle subjected to post-production tensile 
strength testing to 4,500 lbs. 



FINISH: blue, two-tone and brushed chrome. 

GRIPS: rubberized ergonomic or black plastic for 10- 
magazine models 



round 



ARCUS 94 and ARCUS 94C 

The ARCUS-94 offers precision engineering and superb ergonomic 
balance. Designed to meet a wide variety of individual shooting requirements 
combined with dependability and proven reliability, the pistol is the perfect choice 
for home protection, self-defense and competition shooting. 

Features include only finest grade forged steel construction, ambidextrous safety, 
an internal magazine safety, a half-cock safety and dovetail white dot sights. 





ARCUS 94 


ARCUS 94C 


Caliber: 


9 mm 


9 mm 


Ammunition: 


9x19 Luger (Parabellum) 


9x19 Luger (Parabellum) 


Magazine Capacity: 


10 rounds 


10 rounds 


Overall Length: 


203 mm (7.99 inches) 


186 mm (7.32 inches) 


Barrel Length: 


1 18.5 mm (4.66 inches) 


101 .5 mm (4.0 inches) 


Overall Height: 


129 mm (5.08 inches); 


130 mm (5.12 inches); 


Overall Width: 


35 mm (1 .38 inches) 


35 mm (1 .38 inches) 


Weight (empty): 


970 g (34.2 oz); 


920 g (34.2 oz); 


Muzzle Velocity: 


not less than 340 m/sec (1115 ft/sec) 


Trigger Pull Range: 


7.88 - 13.05 lbs. 


7.88 - 13.05 lbs. 







